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VARIOUS SURFACE ROUGHNESSES IN A WIND TUNNEL
AT MACH NUMBERS FROM 2.48 TO 3.55

By Angelo Bandettini and Walter E. Isler
SUMMARY

Wind-tunnel tests have been made to determine the location of the
boundary-layer transition on three hemispheres having surface roughness
(absolute) values of 50, 580, and 2760 microinches. After the initial
test run of the smoothest (50 microinch) hemisphere, holes ranging in
depth from 1500 to 2500 microinches were noticed in the meridian where
transition was observed. The holes were believed to be caused by parti-
cles in the air stream. Shadowgraph pictures were obtained of all hemi-
spheres and surface temperature measurements were made on one hemisphere
(580 microinches) .

Tests at high Reynolds numbers (6.4 to 7.5x108) and a Mach number
of 2.48 d1d not indicate any transition on the 50-microinch surface
hemisphere before the holes appeared. However, after the holes were
noticed, transition locations as low as 50° (measured from the stagnation
point) were observed at similar Reynolds numbers and Mach numbers. It is
felt the transition resulted from the holes. Similar transition locations
of approximately 50° were also observed in the tests of hemispheres with
surface roughness values of 580 and 2760 microinches at high Reynolds
numbers (6.4x108 to 7.5x<108) and at a Mach number of 2.48. The results
at a Mach number of 2.48 indicate that sn absolute surface roughness
value of 50 microinches was not critical in causing boundary-layer tran-
sition at Reynolds numbers of 6.4 to 7.5x10® whereas roughness values
of 580 and 2760 microinches were greater than critical.

Transition Reynolds numbers based on momentum thickness, RQT, varied
over a range of approximately 480 to 300 for transition locations, a, on
the hemisphere from 88° to 41° (measured from the stagnation point). A
maximum value of Rg of 660 (based on o = 90°) was obtained with the
20-microinch surface hemisphere at a Mach number of 2.48.



INTRODUCTION

Bluff shapes having large wave drag have been found to be desirable
for reducing the aerodynamic heating of ballistic missiles. In order to
calculate the heat transfer to such shapes, a knowledge of th€ ettendant
boundary-layer characteristics is necessary. Because of the higher heat-
transfer rates characteristic of a turbulent boundary layer, it is desir-
able to have as long a laminar run as possible. Considerable effort has
been expended to produce superfinishes on nose cones in an attempt to
insure laminsr runs as long as possible. Much research has been done in
the past on the effect of roughness on boundary-layer transition for bodies
having zero surface pressure gradients such as cones and flat plates.
Little, however, is known regarding the effect of roughness in the presence
of & favorable pressure gradient, such as 1s characteristic of bluff
shapes.

The investigation reported herein dealt with the location of transi-
tion on hemispheres of different roughnesses. A hemisphere was chosen
because the surface pressures have been well established both theoreti-
cally and experimentally. The stainless-steel hemispheres tested were
19 inches in diameter and 1/8 inch thick. Maximum absolute roughness
values of the three hemispheres tested were 30, 580, and 2760 microinches;
the corresponding maximum rms values were approximately 15, 150, and 1084
microinches.

The tests were conducted in the 8- by T-foot supersonic test section
of the Ames Unitary Plan wind tunnel at 0° angle of attack at Mach numbers

of 2.48, 3.07, and 3.55 and at free stream Reynolds numbers of 1.5x108 to
7.5X106.

SYMBOLS
D diameter of hemisphere
' u _ local velocity :in boundary layer
£ velocity ratlo, ue local velocity outiide boundary leyer
k surface roughness height
M Mach number

- 5.

NPr Préidtl number

P presdure



Rg

radius
root mean square

Reynolds number

u D
free-stream Reynolds number based on diameter, Eﬁfm-
[+ 0}

Reynolds number based on distance along surface and conditions at
PeleS

the outer edge of boundary layer,

Reynolds number based on the absolute roughness height and the
velocity, temperature, and viscosity at the absolute roughness
PxUkKabs

height, ™

Reynolds number based on momentum thickness and conditions at the
ellee

outer edge of boundary layer,

distance along surface from stagngtion point

time

temperature, °R

velocity component parallel to surface at point s
angular distance from stagnation point, deg

ratio of specific heats, 1.4t for air
boundary-layer thickness

Ts-Te

T¢-Te’
equilibrium temperature)

local temperature recovery factor (based on surface

momentum thickness
coefficient of viscosity

air density



Subscripts
abs absolute or maximum
e local conditions at outer edge of boundary layer
k conditions at surface roughness height
rms root mean square
5 surface
T transition location
t total
0o free-stream conditions
APPARATUS
Wind Tunnel

The tests were conducted in the 8- by 7-fcot supersonic test section
of the Ames Unitary Plan wind tunnel. It is a closed circuit variable
pressure wind tunnel having a flexible wall tyre nozzle capable of contin-
uous Mach number variations from 2.48 to 3.55. A more detailed descrip-
tion of the wind tumnel is given in reference 1. A survey of the tunnel
test section indicates maximum stream angles of 0.250, which for the
purposes of the tests were neglected. Tests or a 10° included angle cone
showed a transition Reynolds number (based on free-stream conditions) of
about 3.5x108 throughout the Mach number and Reynolds number range.

The models were sting supported from the tase. The position of the
models in the tunnel was adjustable by means of vertical movement of the
support strut so that both the upper and lower surfaces of the models
could be viewed and photographed.

Models

Three hemispheres were used in the present investigations. BEach of
the three models was constructed of stainless-csteel and had a diameter
of 19 inches and a shell thickness of 1/8 inch. A sketch showing the
basic construction features and dimensions is shown in figure 1. Figure 2
is a photograph of the model mounted in the turnel.



The absolute and rms surface roughness measurements obtained on the
hemispheres tested are shown in the following chart.

Surface roughness,
microinches
Model

abs ms
A 29-50 10-15
15 29-2500
D 1000-2T760 520-108k4
E 2580 2150

1Model A with holes (after first
test run in wind tunnel).

2Roughness measured from the mean
surface line.

Surface roughness measurements were made before the test runs on
hemispheres A and D along the meridians where transition was observed and
at specific angular locations. Surface measurements were also made after
the tests at the same angular and meridian positions and little or no
difference between the roughness before and after the tests was observed.
However, after the first test run of model "A", holes were noticed near
the observed meridian at angular locations of 10°, 25°, and 45°. The
maximum depth of the holes was found to be 1750, 1500, and 2500 micro-~
inches (abs), respectively. The holes were most likely caused by parti-
cles in the air stream and were present when the next set of data hemi-
sphere A was obtained. No roughness measurements were made after the
tests with hemisphere E.

A special grit in conjunction with a special lapping process was
used to obtain a random three-dimensional surface roughness of uniform
height over the complete model surface in the construction of hemispheres
A and D. Absolute and rms model surface roughness measurements were made
on hemispheres A and D by Ladd Research Industries, Inc., of Roslyn
Heights, New York. The method employed to establish the roughness of the
model surfaces of hemisphere A consisted of the preparation of surface
replicas of collodion. A drop of k-percent collodion in amyl acetate was
put on the surface and allowed to dry. Carbon was then evaporated on the
inverted collodion replica forming a replicating film. The collodion was
then dissolved in amyl acetate. The carbon film was inverted and large
carbon spheres for calibration were placed on the surface replicas.
Chromium was vaporized on the specimen at an angle so as to cast shadows
of the peaks and holes. The film was examined using an electron micro-
scope. From a comparison of the length of the shadows from the holes and
pesks with the length of the shadows from the carbon spheres (diameter
known), the depth of the hole and the height of the peaks was determined.



Because of the roughness of the surface on hemisphere D, faxifilm replicas
(acetone soluble plastic tape) were made of the surface instead of the
usual collodion replicas. Large dlameter spheres were placed on flat
collodion surfaces alongside the surface replicas and all the surfaces
were shadowed with chromium at the same time. Carbon replicas were then
made of the faxifilm replicas. All of the replicas made from hemisphere D
were then photographed under a standard light microscope.

The surface of hemisphere E was polished to eliminate gross surface
irregularities and was then sandblasted to obtain a uniform three-
dimensional roughness. Absolute and rms model surface roughness measure-
ments were made with a brush analyzer on a specimen of stainless steel
which was subjected to the same sandblasting treatment.

Thermocouples were installed in hemisphere E 30 that transition on
the surface could also be determined by measuring “he rise in temperature-
recovery factor which is characteristic of boundary-layer transition. In
order to obtain temperature readings as close to the surface as possible,
stainless-steel inserts 0.011l inch thick and 1/8 inch in diameter were
spot-welded in position. Iron-constantan thermocouples were spot-welded
to the inserts before being positioned. Surface finishing was done after
the 0.011 inserts were welded in place. A typical thermocouple installa-
tion is shown in figure 1.

TESTS

Data at a Mach number of 2.48 were obtained over a range of free-
stream Reynolds numbers based on hemisphere diameter from 1.5 to 7.5
million, and data at a Mach number of 3.07 were ob=ained over a range of
free-stream Reynolds numbers from 2.8 to 5.8 million. For a Mach number
of 3.55, data were obtained only at a free-stream Reynolds number of 3.3
million. All data were obtained with the models a; O° angle of attack.

Transition location was determined on hemispheres A and D from
shadowgraphs. Local temperature-recovery values a:; well as shadowgraph
data were obtained on hemisphere E.

METHODS OF DETECTING TRANSITIOH

Shadowgraph Interpretation

A common method used in detecting transition from a laminar to,
turbulent boundary layer is the analysis of shadowgraph photographs. The
light for the shadowgraphs originated from a spark source with flash dura-
tions of 1/k of a microsecond. The £ilm was approximately 4-1/2 feet
from the model. ’
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Transition to turbulent flow is falrly easily identified by the
appearance of eddies and the disappearance of the thin diffraction line
for bodies like cones and flat plates. However, with models having strong
favorable pressure gradients, such as on & hemisphere, it becomes more d4if-
ficult to detect transition to turbulent flow. This is partially due to
the small boundary-layer thickness. Other factors of the investigation
reported herein which may tend to hamper good observations are the low-
density levels in the test section as well as the large tunnel wall
boundary layers.

The indications of transition or turbulent flow used in the present
test were:

1. The appearance of a noticeably turbulent wake directly behind
the model. Comparison of the wakes of figures 3(a), 3(b), and 3(c)
illustrate this condition.

2. The appearance of the boundary layer where it is relatively
thick such as slong the rearward portion of the body in figure 3(c); an
impression of hairiness or a rough surface condition when turbulent eddies
cause light to be refracted into the model shadow for a thin boundary-
layer condition. This condition may be seen in figure 3(c).

3. The disappearance of the thin diffraction line (fig. 3(a)). The
beginning of the turbulent boundary layer in figure 3(c) was determined
primarily by the disappearance of the diffraction (outer edge) line. This
method of detecting transition has proved quite satisfactory, particularly
over two-dimensional flat surfaces such as in the tests of reference 2.

Several independent interpretations of the shadowgraphs for a parti-
cular test condition indicated maximum variations in transition location,
aqp, of the order of &°.

To check the methods of observing transition, a strip of No. 60
carborundum having a surface roughness of 0.01 to 0.02 inch was applied
at approximately hSO from the stagnation point on the surface of hemi-
sphere A (fig. 1). The boundary layer that was known to be turbulent
immediately after the roughness could then be observed and compared with
shadowgraph results obtained from laminar flow over a surface.

Local Temperature Recovery Factor

One method which has been found to be very effective in detecting
boundary-layer transition on cones and flat plates in supersonic flow is
the determination of the temperature recovery factor. Transition is
indicated by a very noticeable rise in the value of the temperature recov-
ery factor along the surface in the direction of the air flow. In an



effort to obtain corroboration of the implications of the shadowgraph
studies, local temperature-recovery factors were evaluated for hemisphere
E using the measured surface temperatures. The temperatures used were
those recorded at the same time as the shadowgraph pictures were taken

so that a comparison might be made.

The local temperature-recovery factor is ty definition

Ts
_s Y=1\y 2
Ts = Te Tt {l * <‘2 Me]- t
Ny, = = . (1)
rl Tt - Te <7'l) Me2
2

In this equation, Tg, is the surface recovery temperature based on
adiabatic wall conditions. In this test adiabatic wall conditions were
not realized. However, the values of Tg wused in computing nrz are

the equilibrium values, that is, dTg/dt = 0. As the model in question
has a relatively thin skin, it is assumed that the measured values of

Ts approached the true adiabatic wall temperatures. The local Mach num-
ber, Mg, was obtained from an experimental study of Mach number variation
over the surface of a hemisphere (ref. 3).

RESULTS AND DISCUSSION

Table I contains a summary of the transition locations as deduced
from the shadowgraph pictures for all of the test conditions. Also given
in table I are calculated values, at the transition location, of the
boundary-layer thickness, 5, the momentum thickaess, 6, the Reynolds num-
ber based on momentum thickness, Rep, the Reynolds number based on length
of laminar run, ReT, and the Reynolds number based on roughness height,
RkT. In instances where no transition was obsesved on a hemisphere, it
could not be determined if transition was imminant at the downstream edge
or if laminar flow would have persisted for som: distance had there been
an afterbody attached to the model. In these cises the value of ap

presented is 900.
Recovery-Temperature and Shadowgrapi1 Measurements

The temperature data are presented in figures 4 and 5 as the ratio
of the wall temperature to the free-stream total temperature. When the
temperature data are plotted as temperature recovery factor, as has been
done in figures 6 and 7, one characteristic is immediately apparent.
This is the divergence from the theoretical values for laminar and
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turbulent flow (i.e., /ﬁPr and 3:NPr> in the region over the forepart of

the hemisphere (0° < o < U5°). Lower values have also been observed by
others (ref. 3) as shown in figure 6(a). In contrast, agreement with the
theoretical laminar and turbulent values for recovery factor was obtained
on the hemisphere at angles greater than 45° (figs. 6 and 7). When a
temperature recovery factor of 0.88 was used to indicate transition to a
turbulent boundary layer, good agreement between the two methods of
detecting transition was obtained, figure 6(a).

The data obtained for the upper surface of the hemisphere, figures 6(b)
and 7(b), indicated approximately the same range of laminar and turbulent
recovery-factor values as for the lower surface, figures 6(a) and 7(a).

The different locaticon of transition for upper and lower surfaces (fig. 6)
may be due to varlation in roughness or surface contour between upper and
lower surfaces. A large recovery factor (0.935) was also noted on the
upper surface at a Reynolds number of 7.5x106.

Effect of the Variation of Surface Roughness
on Boundary-Layer Transition

Transition locations are shown in figure 8 for different surface
roughness values at similar Reynolds numbers and the same Mach numbers.
The roughness measurements for hemisphere A are divided into two groups,
the measurements made before the holes were discovered (50 microinches),
and those made after the holes were discovered (2500 microinches).
Results at high Reynolds numbers (6.4 to 7.5x10%) at a Mach number of
2.48 indicated that an absolute surface roughness of 50 microinches did
not cause transition on the smooth hemisphere; however, after the holes
were noticed, transition locations as low as 50° (measured from the stag-
nation point) were observed. It is felt transition resulted from the
boundary layer being tripped by the holes. Tests of hemispheres with
roughness values of 580 and 2760 microinches also indicated similar tran-
sition locations of approximately 50° at high Reynolds numbers (6.4x106
to T7.5x108) and a Mach number of 2.48. The results at a Mach number of
2.48 indicate that surface roughness values of 580 and 2760 microinches
were above critical in causing boundary-layer transition whereas an abso-
lute surface roughness value of 50 microinches was not. DLimited data at
a Mach number of 3.07 indicate an absolute surface roughness value of 2760
resulted in transition locations of 41° and 550 as compared to 900 with
a surface roughness of 580 at Reynolds numbers of 5.3x10% and 5.8x108.

For approximately the same Reynolds numbers, the transition locations
for a constant roughness differed by as much as 350. The estimated
accuracy in detecting transition location for the present investigation
is approximately 8° which could account for some of the difference in
transition location.
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Transition Reynolds Number

In order to correlate the test results with other data, the transition
Reynolds numbers were computed on the basis of conditions at the outer edge
of the boundary layer and wetted length from the stagnation point, ReT;

and on momentum thickness R9T' Reynolds numbers based on the velocity,

temperature, and viscosity at the absolute roughness height, and the abso-
lute roughness height, RkT, were also computed.

The Reynolds numbers of transition based on conditions at the outer
edge of the boundary layer were computed using the equation

e () ) GG

for which a viscosity-temperature relationship of pu ~ T°-78 was assumed.
The variation of ReT with stream Reynolds number:s for all test models

is shownoin figure 9. The highest local Reynolds number was 3.2x108
(ap = 65°) for a Mach number of 2.48 and 1.9x10% (ap = 54°) for a Mach

number of 3.07.

The transition Reynolds number based on boundary-layer momentum
thickness was computed using the equation

o () 3) G @) &)

The momentum thickness used in the above equation was obtained by the
method described in references 4, 5, and 6. A maximum value for Reynolds
number based on momentum thickness, Rg, of 660 (for a = 90°) was obtained
with the 50-microinch surface hemisphere at a free-stream Reynolds number
of 7.5x10%. A curve based on a free-stream Reynolds number of 7.5x108 is
presented in figure 10 to indicate the variation of Rg along the surface
for this test condition. For the hemispheres with supercritical surface
roughnesses (580, 2760, and 50 microinch with holes), the transition
Reynolds number, RgT, varied from values of approxinately 480 to 300 for

?ransition locations on the hemisphere from 88° to +l°, respectively,
£ig. W0).

The transition Reynolds numbers, RkT’ based on the velocity,

temperature, and viscosity at the absolute roughness height, and on .the
absolute roughness height, were computed by means o the equation
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-0 (D) )

The methods used limited the calculations of boundary-layer-thickness
values to a maximum location of 690. The values of f', which is the
ratio of (u/ue), were computed by the methods discussed in references 4,
5, and 6. The maximum transition Reynolds number calculated (321,

table I) for the present test was considerably lower than the minimum
critical Reynolds number for distributed granular-type roughness (ref. T)
obtained on a cone at supersonic speeds. The lower values of R
obtained may be due to the extreme pressure gradients on a hemisphere
combined with a surface which was uniformly rough, whereas the data of
reference 7 were obtained on smooth surfaces with strips of roughness at
various locations. Possibly depressions (holes) rather than protrusions
may significantly affect the RkT values, Also the significant differ-

ences in performance between upper and lower meridians may have had some
effect. Values of boundary layer and momentum thickness computed by the
method of reference 8 were in reasonable agreement with those listed in
table I.

CONCLUSIONS

Tests of three hemispheres have been made to determine the effect
of maximum surface roughnesses of 50, 580, and 2760 microinches absolute
on the location of transition of the boundary layer. After the initial
test run of the smoothest (50 microinch) hemisphere, surface holes ranging
in depth from 1500 to 2500 microinches were noticed in the region where
transition was being observed. The holes are believed to be caused by
particles in the air stream. Data at Mach numbers of 2.48, 3.07, and
3.55 and stream Reynolds numbers R“D of 1.5 to T7.5x108 indicate the
following conclusions.

1. At a Mach number of 2.48 and at high Reynolds numbers (6.4 to
7.5x108) an absolute surface roughness of 50 microinches did not cause
transition on the smooth hemisphere, however, after the holes appeared,
transition locations as low as 50° (measured from the stagnation point)
were observed. The holes are believed to have caused transition. Tests
of hemispheres with roughness values of 580 and 2760 microinches also
indicated similar transition locations of approximately 500 at high
Reynolds numbers (6.% to 7.5x10®) and a Mach number of 2.48. The results
indicate that surface roughness values of 580 to 2760 microinches were
above critical in causing boundary-layer transition, whereas an absolute
surface roughness of 50 microinches was not at a Mach number of 2.48.
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2. Transition Reynolds numbers based on momentum thickness, RQT,

varied from approximately 480 to 300 for transition locations on the
hemisphere, o, from 88° to 41° (measured from the stagnation point). The
maximum value of Rg obtained was 660 (based on o« = 90°) with the 50-
microinch surface hemisphere at a Reynolds number of 7.5x10% and a Mach
number of 2..48.

3. Good agreement between the recovery-temperature and shadowgraph
methods of detecting transition was obtained when a temperature recovery
factor of 0.88 was used to indicate a turbulent boundary layer.

Ames Research Center
National Aeronautics and Space Administration
Moffett Field, Calif., Aug. 25, 1958
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TABLE I.- TABULATED DATA FROM TESTS OF THREE HEMISPHERES WITH
VARYING SURFACE ROUGHNESS

5 538 S&CE388 & ee
& nQe dA8dgg & AR
aqNmMm % - AN~
% g B, R oy NGIYRAR 8 R
£o4 AR A e AN )
.n -t~ — ~ QN A A A A ~ -~
0 | ROD2BY 5T I ATRARSIERRRITYRRIYSTIILERARRIREY

Re
x107°

----------------------------------

----------------------------------

&=
(@] O HINO QO KN e N'aY Ql [0, 4 O NMNO QN gl [@e N [e] | el \0 [0, N =t
2 ROEZ RS RO 8O RIIRGTRL IV RREB ARRFETSBRASER
2% [ 9IHRREZEUTIILB IR AN ALY LARNIIRREREINGRE 35 3
@ .wM (3] FEIRTE . S B IV - g o = S08 ed e et D e e Yo e AN ] APAD AN D ) A0 NI N
Q HAAA NN AUANNAA NN A~AA HHANQAUNM AN HANNNANQN
&f | 3——— SRERFRABRFRASZRRRRAIIRR]]ABZZI RERRRY
I R D5 ARRRIAEREATRRERASE REERRRIRRERI ARG
— ~ — e~ - o~ P e e B B | ~ - - A

+ 0
wv RORYASERRE D HS HORNIRARYREEILRELIHLREAREETHA
ﬂ =t 4 S 3321\4\4“&213221.&“ 32132“&“3332222 MO A AN QN

[ 1]
59 RRITSTNLLSALIRLAZNYTIYRALLIBLLRRZLRRTGTEAEH
ﬂ OIS U~M0\0 S 35\432776h~353666555|4|4|u.|41155h.\4h [LaXsal
2 |2 >3 53 5553 55—
[aY] (4] (18] [aY] (12} N [13] o

@0 o
SR >3 —~& >$ >
A4 .m.m [4Y) QY]

? . N
M -4 > >

low was cbserved over the entire hemisphere.

2

'y

1



15

(ssyout uyp suofsuewp TTY) ‘ssauydnox aoerms patrdds pue
gaTdnooomIsyy JO UOT3BOOT puv sagsydsTwoy To935-999TUTBIE JO SUOTSUSWIP JUTMOYS YO3aNE =T aInITJg

MOTA IDTS M3TA juoxy
X
.GHM X = X UOT30=g
{
(perB304) ....Hl.lJ_ ‘_ ' ,
TTeYys o3 I,
PepTan ..Pﬁﬁl/ /) \vhmvf
/ .
A S
yoyy. 00T
_ _1_ .J. - *wBTp
777 ‘ut 20°6T
002
q axoydstmey r
TO SUOTIBOOT
sTdnooomratyy,
l/ /
V, \

v sxsydstusH
(37x3 09 °*ON) sseuydnox
sosyans pajrddy

| \

—,0t" <

axtn aTdnooomraysy @ X
uBlUBLSUOd-UuOIT Of °‘ON
JI9TTTF UOT3BINSUL

3I9SUT T999S=899Tutsvls Juren
uotrjerTessur oTdnooomxsys TeordL]



16

*Teuuny putm ueTd £IB3TUn
Seury SY3 JO UOT309s 1893 orTuUosxadns j003-) £q -g ayy ur sxsydstusy B JO ydeadoloyg
19912-V

-'g 8andTyg




17

Diffraction line
(laminar)

A-105

A-22685

(a) Laminar boundary layer; hemisphere A (after holes); kaps = 2500;
My = 2.48; Ry = b hx108

Roughness waves

A-22686

(b) Turbulent boundary layer; hemisphere D, kgpg = 2760; M, = 2.48;
R, = 6.5x10%

Figure 3.- Shadowgraphs with indications of laminar and turbulent boundary
layers on the surface of a hemisphere.
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Figure 4.- Variation of surface-to-total-temperature ratio along surface
of hemisphere at a Mach number of 2.48; absolute roughness = 580
microinches.
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